
Model Picture
Input Voltage 

(AC)

Output          

(DC)

Output 

Power 
Protection

Waterproof   

Rate
Weight  

Dimension  

(mm)

Packing 

pieces/ carton

carton size

Unit Price (USD)

JLV-12005PA 

(Plastic housing)
100~250V 12V  4.17A 5W

Overload / 

short circuit 

protection 

IP67 35g 52*26*21
200 pcs/ctn  

38*25*15cm
na upit

JLV-12010P

(Plastic housing)
100~250V

12V/24V 

0.83A/0.42A
10W

Overload / 

short circuit 

protection 

IP43 65g 102*39*20
100pcs/ctn    

24*22*23cm
na upit

JLV-12015PA-C

(Plastic housing)
100~250V 12V  1.25A 15W

Overload / 

short circuit 

protection

IP67 155g 162*29*21
100 pcs/carton  

35*25*18cm 
na upit

JLV-12020KA 100~250V
12V/24V     

1.67A/0.83A
20W

Overload / 

short circuit 

protection

IP67 160g 162*29*21
100 pcs/carton  

35*25*18cm
na upit

JLV-12030KA 100~250V
12V/24V     

2.5A/1.25A
30W

Overload / 

short circuit 

protection

IP67 220g 190*29*21
50 pcs/carton 

39*22*22cm
na upit

ZHUHAI JINBO KECHUANG ELECTRONICS CO., LTD
Zone B, 2 Hongda Rd, Nanping, Zhuhai, Guangdong, China

Tel: +86-756-2256343      E-mail: sales@zhjb.com       www.zhjb.com

LED Power Supply (LED driver)     Contant Voltage Type

       Quality Since 1993

*USA and Canada models are on another price list, available upon request



JLV-12040KA 170~250V 
12V/24V 

3.33A/1.67A
40W

Overload / 

short circuit 

protection

IP67 250g 222*29*21
50 pcs/carton 

36*21*20cm
na upit

JLV-12045KA 100V~250V 12V 5A 45W
Overload / 

short circuit 

protection

IP67 360g 218*40*22
40 pcs/carton 

37*26*26cm
na upit

JLV-12036PA 

(Plastic housing)
100~250V 12V 3A 36W

Overload / 

short circuit 

protection

IP67 280 148*40*30
50 pcs/Carton 

36*26*21cm
na upit

JLV-12060PA 

(Plastic housing)
100~250V 12V 5A 60W

Overload / 

short circuit 

protection

IP67 360g 166*42*34
40 pcs/Carton 

40*27*19cm
na upit

JLV-12100PA

(Plastic housing)
100~250V 12V 8.3A 100W

Overload / 

short circuit 

protection

IP67 640g 190*52*37
40 pcs/Carton 

40*27*19cm
na upit

JLV-12060KA-LS 

(New & Slim)
170V~250V

12V/24V     

5A/2.5A
60W

Overload / 

short circuit 

protection

IP67 310g  182*40*22

30 pcs/carton,  

Pending Carton 

Size
na upit

JLV-12060KA-S 100V~250V
12V/24V     

5A/2.5A
60W

Overload / 

short circuit 

protection

IP67 550g 195*52*35

20 pcs/carton,  

Pending Carton 

Size
na upit

JLV-12080KA-S 170V~250V 12V   6.67A 80W
Overload / 

short circuit 

protection

IP67 620g 215*52*35

20 pcs/carton,  

Pending Carton 

Size
na upit



JLV-12100KA-S 170V~250V
12V/24V     

8.3A/4.17A
100W

Overload / 

short circuit 

protection

IP67 620g 215*52*35

20 pcs/carton,  

Pending Carton 

Size
na upit

JLV-12150KA-L

(New & Slim)
170V~250V

12V/24V     

12.5A/6.25A
150W

Overload / 

short circuit 

protection

IP67 680g 279*57*25
25 pcs/carton,  

41.5*33*18cm
na upit

JLV-12150KA-C 170V~250V
12V/24V     

12.5A/6.25A
150W

Overload / 

short circuit 

protection

IP67 1.2kg 244*71*45
10 pcs/carton 

47*26*14cm
na upit

JLV-12200KA-C 170V~250V
12V/24V     

16.6A/8.33A
200W

Overload / 

short circuit 

protection

IP67 1.6kg  304*71*45 10 pcs/carton na upit

JLV-12250KA 170V~250V 12V  20.8A 250W
Overload / 

short circuit 

protection

IP67 1.8kg 252*90*45 10 pcs/carton na upit

JLV-12300KA 170V~250V 12V 25A 300W
Overload / 

short circuit 

protection

IP67 2.4kg 330*90*45 6 pcs/carton na upit

JLV-F12018KA

TUV, GS, CB, 

SAA approval, 

100~250V 

input

12V/24V

1.5A/0.75A
18W

Overload / 

short circuit 

protection

IP67 250g 162*37*24 50 pcs/carton na upit

JLV-F12030KA
12V/24V

2.5A/1.25A
30W

Overload / 

short circuit 

protection

IP67 380g 232*37*25 50 pcs/carton na upit

Germany TUV, 

GS, CB, SAA 

approval, High 

PF series, 

100~250V 

input



JLV-F12040KA
12V/24V

3.33A/1.67A
40W

Overload / 

short circuit 

protection

IP67 380g 232*37*25 50 pcs/carton na upit

JLV-F12060KA
12V/24V

5A/2.5A
60W

Overload / 

short circuit 

protection

IP67 950g 182*71*45 20 pcs/carton na upit

JLV-F12100KA
12V/24V

8.33A/4.17A
100W

Overload / 

short circuit 

protection

IP67 1.05kg 202*71*45 10 pcs/carton na upit

JLV-F12150KA
12V/24V

12.5A/6.25A
150W

Overload / 

short circuit 

protection

IP67 1.25kg 244*71*45 10 pcs/carton na upit

JLV-F12250KA

same as 

above, but 

170~250V 

input

12V/24V

20.83A/10.42A
250W

Overload / 

short circuit 

protection

IP67 1.8kg 252*90*44.5 6 pcs/carton na upit

Model Picture
Input Voltage 

(AC)

Output (DC)  

12/24V

Output 

Power 
Protection Weight  

Dimension  

(mm)

Packaging 

(Pieces/Carton)

Standard Type 

Unit Price (USD)

Indoor LED Power Supply (LED driver)     Contant Voltage Type

Germany TUV, 

GS, CB, SAA 

approval, High 

PF series, 

100~250V 

input

Features:          

*  Able to work under 100% full loading constantly

*  Fully sealed Aluminum housing, suitable for indoor&outdoor IP67

*  Constant voltage output, 5V/36V/48V models are available also

*  Wide range voltage input     

*  Overload / short circuit protection 

Complete 100% Full Load Design



JLV-12015K 
100~250V  

wide input
1.25A 15W

Overload / 

short circuit 

protection 

80G 78*48*20 200 na upit

JLV-12036K
100~250V  

wide input
3A/1.5A 36W

Overload / 

short circuit 

protection 

0.20KG 84*58*38 100 na upit
24V is available, 

same profile, same 

price

JLV-12060K
170~250V 

input
5A/2.5A 60W

Overload / 

short circuit 

protection 

0.27KG 111*78*36 50 na upit
24V is available, 

same profile, same 

price

JLV-12120K 
170~250V 

input
10A/5A 120W

Overload / 

short circuit 

protection 

0.45KG 159*98*38 40 na upit
24V is available, 

same profile, same 

price

JLV-12150K 
170~250V 

input
12.5A/6.25 150W

Overload / 

short circuit 

protection

0.50KG 159*98*38 40 na upit
24V is available, 

same profile, same 

price

JLV-12200K
170~250V 

input
16.7A/8.33A 200W

Overload / 

short circuit 

protection

0.85KG 199*98*38 20 na upit
24V is available, 

same profile, same 

price

JLV-12240K
170~250V 

input
20A/10A 240W

Overload / 

short circuit 

protection

0.90KG 199*98*42 20 na upit
24V is available, 

same profile, same 

price

JLV-12360K
170~250V 

input
30A/15A 360W

Overload / 

short circuit 

protection

1KG 215*115*50 20 na upit
24V is available, 

same profile, same 

price



JLV-12400K
170~250V 

input
33.3A/16.67A 400W

Overload / 

short circuit 

protection

1KG 215*115*50 20 na upit
24V is available, 

same profile, same 

price

JLV-12120KS 

(New, Slim)

170~250V 

input
12V 10A 120W

Overload / 

short circuit 

protection

0.35KG
168*60*30

mm
50 na upit

24V is available, 

same profile, same 

price, MOQ 700 pcs

JLV-12200KS 

(New, Slim) 

170~250V 

input
12V 16.67A 200W

Overload / 

short circuit 

protection

0.37KG
250*58*30

mm
40 na upit

24V is available, 

same profile, same 

price, MOQ 500 pcs

JLV-12300KS 

(New, Slim)

170~250V 

input
12V 25A 300W

Overload / 

short circuit 

protection

0.50KG
223*65*40

mm
30 na upit

24V is available, 

same profile, same 

price, MOQ 400 pcs

JLV-12400KS 

(New, Slim)

170~250V 

input
12V 33.3A 400W

Overload / 

short circuit 

protection

0.60KG
223*65*40

mm
30 na upit

24V is available, 

same profile, same 

price, MOQ 300 pcs

JLV-12300KL 

(New, Ultra-

Slim)

170~250V 

input
12V 25A 300W

Overload / 

short circuit 

protection

Pending
308*53*23

mm
30 na upit

24V is available, 

same profile, same 

price, MOQ 400 pcs

JLV-12400KL 

(New, Ultra-

Slim)

170~250V 

input
12V 33.3A 400W

Overload / 

short circuit 

protection

Pending
277*58*30

mm
42 na upit

24V is available, 

same profile, same 

price, MOQ 400 pcs

Features:          

*  Able to work under 100% full loading constantly

*  Constant voltage output, 5V/36V/48V models are available as well upon customized production

*   24 hours 100% full load bun-in tested

*  Overload / short circuit protection 

Rainproof LED Power Supply     Contant Voltage Type Complete 100% Full Load Design



Model Picture
Input Voltage 

(AC)

Output

(DC)  12/24V

Output 

Power 
Protection N. Weight  

Dimension  

(mm)

Packaging 

(Pieces/Carton)
Unit Price (USD)

JLV-12060KB 170~250V 5A@12V 60W
Overload / 

short circuit 

protection

0.24kg 144*83*39 54 na upit

JLV-12120KB 170~250V 10A@12V 120W
Overload / 

short circuit 

protection

0.35kg 149*102*48 42 na upit

JLV-12200KB 170~250V  16.7A@12V 200W
Overload / 

short circuit 

protection

0.45kg 177*102*48 34 na upit

JLV-12300KB 170~250V
  25A@12V              

12.5A@24V
300W

Overload / 

short circuit 

protection

0.8kg 204*121*63 16 na upit

JLV-12400KB 170~250V
  33.33A@12V              

16.67A@24V
400W

Overload / 

short circuit 

protection

0.8kg 204*121*63 16 na upit
24V is available, 

same profile, same 

price

JLV-400N-12 

(New Economy 

Rainproof)

170~250V
  33.33A@12V              

16.67A@24V
400W

Overload / 

short circuit 

protection

0.55kg 185*105*55 28 na upit
24V is available, 

same profile, same 

price

Features:          

*  Able to work under 100% full loading constantly

*  Constant voltage output, 24V models are available as well

*  24 hours 100% full load bun-in tested

*  Overload / short circuit protection 

AC/DC Adapter (LED Adapter)  100% full loading quality



Model Picture
Input Voltage 

(AC)

Output 

Ampere@12V

Out 

Wattage
Protection Size (mm)

Unit Price 

(USD)

JLV-12007A 100~250V 0.6A 7W
Overload / 

short circuit 

protection 

73*28*42 na upit
24V is available, 

same profile, 

same price

JLV-12012A 100~250V 1A 12W
Overload / 

short circuit 

protection 

73*28*42 na upit
24V is available, 

same profile, 

same price

JLV-12018A 100~250V 1.5A 18W
Overload / 

short circuit 

protection 

86*48*30 na upit
24V is available, 

same profile, 

same price

JLV-12024A 100~250V 2A 24W
Overload / 

short circuit 

protection

86*48*30 na upit
24V is available, 

same profile, 

same price

JLV-12036A 100~250V 3A 36W
Overload / 

short circuit 

protection

118*50*32 na upit
24V is available, 

same profile, 

same price

JLV-12048A 100~250V 4A 48W
Overload / 

short circuit 

protection

118*50*32 na upit
24V is available, 

same profile, 

same price

JLV-12060A 100~250V 5A 60W
Overload / 

short circuit 

protection

118*50*32 na upit
24V is available, 

same profile, 

same price



Model Photos Input Voltage Output N. Weight
Dimension 

(mm)

Packing  

(pieces/ 

carton)

G. weight   

/carton(KG)
Brief Introduction Unit Price (USD)

IR-S-24 12V/24VDC 72/144W 50g 50*35*22 100 9
Infrared (IR) 

Controller 24 keys
na upit

IR-S-44 12V/24VDC 72/144W 50g 50*35*22 100 9
Infrared (IR) 

Controller 44 keys
na upit

RF-N-4 12V/24VDC 144/288W 215g 103*65*25 50 12
Radio-Frequency 

(RF) Controller 4 

keys

na upit

RF-N-6 12V/24VDC 144/288W 215g 103*65*25 50 12
Radio-Frequency 

(RF) Controller 6 

keys

na upit

RGB-LS-0958 12V/24VDC  180W/360W 60g

Controller 

121x51x26mm  

Remote panel 

90x49x7mm

60 13

Infrared (IR) 

Controller, with 

Synchronic 

function

na upit

LED Signal Amplifier 

LED RGB Controller (IR & RF Remote and Key-pressing control)

Features:          

*  Able to work under 100% full loading constantly

*  Constant voltage output, 24V models are available as well

*  24 hours 100% full load bun-in tested

*  Overload / short circuit protection 



Model Photos Input Voltage Output N. Weight
Dimension 

(mm)

Packing  

(pieces/ 

carton)

G. weight   

/carton(KG)
Unit Price (USD)

JA-2 12V/24VDC 144/288W 130g 103*65*25 50 8 na upit



24V is available, 

same profile, same 

price, MOQ 500 pcs

24V is available, 

same profile, same 

price, MOQ 500 pcs

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price



24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price



24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

pric, MOQ 700 PCS

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price



24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price

24V is available, 

same profile, same 

price


